15'_0”

11°=7"

FOR POLE CAP SEE
DETAIL 5, STD DWG

SEMI—FLUSH
HANDHOLE 2.5"x5”
FOR LUMINAIRE ARM
SL—-103-1 SEE DETAIL 3
STD DWG SL-102-1 LED LUMINAIRE
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10’_4”

FOR POLE DATA SEE

STD. DWG SL—104-1. /

SEMI-FLUSH HANDHOLE
4"x6.5" W/ 0.5" NUT
HOLDER FOR GROUNDING

SEMI-FLUSH
HANDHOLE 6"x11”

‘©
R

HANDHOLE 2.5"x5"

rW SEMI—FLUSH

SEMI-FLUSH
HANDHOLE 2.5"x5"

NOTE: FOR HANDHOLE
ORIENTATION, SEE
DETAIL 6, STD. DWG
SL—103—-1.

SEMI—FLUSH
\\\\\\I.I>zoIOrm 2.5"x5"

SEE LUMINAIRE SCHEDULE ON PLANS
FOR POLE LOCATION AND OFFSET

|
m /

TAPERED STEEL POLE
POWDER COATED BLACK
(RAL9004)

3 MIN

PLANTING AREA
OR SIDEWALK

FOR FOUNDATION SEE
STD. DWGS SL—-105-1

AND SL—106—1 |/

SL—102-1

SL—-102-1

SEMI—FLUSH
\\\\\\1.I>zoIOrm 2.5"x5 CONSTR.
¢

35" NOMINAL MOUNTING HEIGHT

FOR BASE COVER SEE DETAIL 1, STD. DWG.

FOR POLE BASE SEE DETAIL 2, STD. DWG.

NONE
11/19
TRANS

DRAWING NUMBER|| SL-100-2

SCALE
REVISION DATE
DEPARTMENT

ROADWAY LIGHTING POLE
(SMALL WIRELESS FACILITY COMPATIBLE)




